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1 Supporting documents

NOTICE

Read through the installation and operating instructions before installing or working with the product.

The installation and operating instructions contain important notes for your personal safety. They must be read
and understood by all persons who work with or handle the product during any phase of the product lifetime.

The documents listed below are available for download on our website www.zimmer-group.com.

Installation and operating instructions

¢ Catalogs, drawings, CAD data, performance data
¢ Information on accessories

¢ Technical data sheets

e General Terms and Conditions, including warranty information.
= Only those documents currently available on the website are valid.

In these installation and operating instructions, "product" refers to the product designation on the title page!

Y

.1 Notices and graphics in the installation and operating instructions

This notice warns of an imminent danger to the life and health of people. Ignoring these notices can lead to
serious injury or even death.

>

» You absolutely must comply with the described measures for avoiding these dangers!
= The warning symbols are assigned according to the type of danger.

This notice warns of a situation that is potentially hazardous to personal health. Ignoring these notices can cause
serious injury or damage to health.

>

» You absolutely must comply with the described measures for avoiding these dangers!
= The warning symbols are assigned according to the type of danger.

CAUTION

This notice warns of a situation that is potentially hazardous for people or that may result in material or environ-
mental damage. Ignoring these notices may result in slight, temporary injuries or damage to the product or to the
environment.

>

» You absolutely must comply with the described measures for avoiding these dangers!
= The warning symbols are assigned according to the type of danger.

NOTICE
General notices contain usage tips and valuable information, but no warnings of dangers to health.

INFORMATION

This category contains useful tips for handling the product efficiently. Failure to observe these tips will not result
in damage to the product. This information does not include any information relevant to health or workplace
safety.

IN
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2 Proper use

NOTICE

The product is only to be used in its original state with its original accessories, with no unauthorized changes and
within the stipulated parameter limits and operating conditions.

Any other or secondary use is deemed improper.
» Operate the product only in compliance with the associated installation and operating instructions.

» Operate the product only when it is in a technical condition that corresponds to the guaranteed parameters
and operating conditions.

= Zimmer GmbH shall accept no liability for any damage caused by improper use. The operator bears sole
responsibility.

The product is intended for installation and operation on the robot control panel 3PE of the OEM robot control system.

3 Personnel qualification

Installation, commissioning and maintenance may only be performed by trained specialists. These persons must have read
and understood the installation and operating instructions in full.

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com
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4 Product description

The Smart Communication Module (SCM) installed in the MATCH robot module is a gateway between the grippers and the
robot control system. This makes it possible to control and configure MATCH grippers with IO-Link using the MATCH
Comfort App directly via the robot control panel.

Communication is handled via the RS485 interface integrated in the robot, without external lines along the robot arm.
The connection point is the M8 end-of-arm tool interface on the flange.

The image shows a simplified view of the structure of the overall system. All parts for the electrical connection of a gripper
with the robot are included or are available from Zimmer GmbH as optional accessories.

PolyScope

Z[un]

R
UNIVERSAL ROBOTS

MATCH Comfort App

RS485 ot V1) @

o

Robot control system

5 Functional description

The MATCH Comfort App is used on the robot control panel to control grippers.

The interface for manual control as well as two program nodes are available in the programing environment.

The motion tasks for controlling the grippers are defined via the URCaps Z_Grip and Z_Release.

External variables can be integrated with the help of child nodes.

This enables the parameters and workpiece recipes required for operation to be set via the program nodes and saved there.

6 Accessories/scope of delivery

INFORMATION

If any accessories not sold or authorized by Zimmer GmbH are used, the function of the product cannot be
guaranteed. Zimmer GmbH accessories are specifically tailored to the individual products.

» For optional accessories and those included in the scope of delivery, refer to our website.

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R +49 7844 9138 0 * www.zimmer-group.com
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7 Installation
7.1 Installing the MATCH Comfort App

The MATCH Comfort App is installed to the robot control panel to enable direct control of the grippers.

» Download the zimmerDigital-urcap file in the UR_Comfort_App folder via the reference link listed in the digitalZ
document or via the QR code.

Copy the zimmerDigital-urcap file to a USB memory stick.

Make sure that the robot control panel is already connected to the robot control system.

Switch off the voltage supply on the robot tool I/O via the emergency stop button.

Plug the USB memory stick with the installation files for the MATCH Comfort App into the robot control panel.

Press the = button in the header.

VVYy VVYVYY

Press Settings.

? Help

i About

0 Shutdown Robot

» In the menu, press System.

» In the System menu item, press URCaps.

» Press the + Button. Active URCaps Inactive URCaps

System
Backup

URCaps

Robot
Registration

Remote URCap Information
Control

Network

Update

» Navigate to the file zimmerDigital-urcap.
» Select the file Z_UR_ComfortApp_X.X.X.

» Press the Open button. B Xx0E@E & @
b raee ot e
f
B Z_UR_ComfortApp_1.3.0
Filename: Filter:
zimmerDigital-1.1.3.urcap URCap Files - ‘

Zimmer GmbH ¢ Im Salmenkopf 5 « @ 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com 7
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» Press the Restart button to activate the
firmware.

= The robot control panel performs a restart.

» After the restart, check whether the MATCH
Comfort App has been installed correctly.

= The MATCH Comfort App has been
installed correctly if the green checkmark is
displayed in the Active URCaps area.

> Password

System
Backup

URCaps

Robot
Registration

Remote
Control

Network

Update

Active URCaps
O Z Gripper_C

Inactive URCaps
=) Remote TCP & Toolpath

URCap Information

URCap name: Z_Gripper_C ~
Version: 1.1.3

Developer: Zimmer Group

Contact Info: Im Salmenkopf 5, 77866 Rheinau, Germany

Description: ZmmerGripperDigiral URCap is a URCAP for controlling the Zimmer Digital URCap

Copyright: Copyright (C) 2018-2020 Zimmer Group. All Rights Reserved
The changes require a restart to take effect.|

Example:
Copyright (c) ,
Allrights reserved.

Redistribution and use in source and binarv forms. with or without

System
Backup

URCaps

Robot
Registration

Remote
Control

Network

Update

License:
simuiation (]

Active URCaps:
@ Z_Gripper C

Inactive URCaps
=) Remote TCP

URCap Information

URCap name: Z_Gripper_C ~
Version: 1.1.3

Developer: Zimmer Group

Contact Info: Im Salmenkopf 5, 77866 Rheinau, Germany

Description: ZmmerGripperDigiral URCap is a URCAP for controlling the Zimmer Digital URCap

Copyright: Copyright (C) 2019-2020 Zimmer Group. All Rights Reserved

License:

Example:

Copyright (c) ,

Allights reserved.

Redistribution and use in source and binarv forms. with or without e

Restart

Simulation (]
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8 Commissioning

» Press Installation in the menu bar.

» In the General menu, press Tool I/0.

» In the Controlled by drop-down menu, select
the Z_Gripper_C option.

= Settings can only be made via the MATCH
Comfort App.

» Install the gripper to the robot.
» Switch the robot on.

8.1 Creating a gripper configuration

» In the URCaps menu, press Zimmer.
8.1.1 Testing settings

You can test gripper functions and operate the
gripper independently of the programmed
sequence via the Jaw position bar and the
Reset, MotorOn, Homing buttons.

Default settings are used for the initial commis-
sioning of the MATCH gripper. Then the
parameters last used in the program sequence
are applied.

8.1.1.1
» Press the Homing button.

TCP

Payload
Mounting
1/0 Setup
Tool 1/0
Variables
Startup

Smooth
Transition

Home

Conveyor
Tracking

Screwdriving

> safety

O Power off

I

\/ URCaps

Zimmer

O Reduced

= The correct positioning is performed after the cold start.

8.1.1.2  Function test

» Press the buttons to test the Grip and Release commands.
= The MATCH gripper and the motor voltage are initialized automat-

ically.

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com
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Select how the Tool I/O interface is controlled. If a URCap controls the interface, user defined options will be overridden

Controlled by
Analog Inputs - Communication Interface Digital Output Mode
O Analog Input Tool Digital Output mode is defined based on the tool attached
analog_in[2]
andlog In(3] Tool Output Voltage
Setting the tool voltage to 24V may damage attached equipment
@ Communication Interface Y i itis only configured to 12V
The Tool Communication Interface allows communication
with the tool without external wiring @ Dua Pin Pove
Baud Rate
Parity QO standard output
Stop Bits Digital Output 0
RX Idlle Chars L.5| Digial Output 1
TX Idle Chars 3.5

° 0 O simuation ()

Zimmer

Gripper: LWR50L-23-00002-A

Jaw position

20mm

-

@ Error

@ Motoron @ HomingOk

e

Diagnosis:  status ok, device is ready Code: 0x0000

° 0 O simuation ()

Reference run for long stroke gripper with > 20 mm jaw stroke
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8.2 URCaps

Program nodes can be set in the URCaps menu item.

» Press Program in the menu bar.

» In the URCaps menu, press Zimmer.
8.2.1 Z_Grip

Level 1 provides an overview of the settings as
well as access to interactive functions.

» Press the Test position button to test the
settings.

» Press the Setup action button to make
settings.

In level 2, basic settings can be made:

* Move gripper in jog mode or to the end
positions via buttons.

* Move to the gripping position.
* Set the gripping force.

» Increase and decrease the value via the +
and - buttons.

» Set the maximum or minimum value via the
MIN and MAX buttons.

Press the value to change it via direct entry.
Click the Save button.

vy

» Press the Feature button to define position
sensing and variables.

10

d New. pen.

Z_Grip

Variables

> Advanced
1 v Robot Program
> Templates 2 ¢ v ZGrip
« URCaps 3 ® 'You can add parameters on the a

Z Grip

Z Grip Action Z_Grip

MATCH

) setup action

Z Release

19.85 | mm @0 1ol posiion

Jaw Position

O e

the next action

]

Target Position

Force

Run

=
> Advanced

1 v Robot Program
> Templates 2 ¢ v ZGrip
« URCaps 3 ® 'You can add parameters on the a

Z Grip

d & . open

Variables

Z_Grip

Z Release

19.56 mm

omm 20mm

Target
ronion I & I R
SIC]

Jaw
Position

o EEE | DN .-

° 0 O simuation ()

<
35 X BBUET

O Reduced

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 + www.zimmer-group.com
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Level 3 enables you to define position sensing
and variables.

Status messages and the associated codes are
displayed in the Diagnostics area.

» Activate the Check if correct gripper type
option field to check whether the correct
MATCH gripper is being used after a tool
change.

» Activate the Optimized movement to achieve
faster process option field to grip the
workpiece with a predefined force and with
prepositioning.

» Activate the Check workpiece gripped
position option field if it should be checked
whether the workpiece has been gripped.

» Set the position of the workpiece
Workpiece position [mm].

» Set the tolerance for the position of the
workpiece Tolerance [mm].

» Press the =» button if you want to reset
to the initial value.
» Activate the option fields for which a
variable should be created and linked in the
Add Nodes area.

» Press the Save options button.

Qroup

== 0 Log : e open. o
Q _ Graphics Variables
1 (¥ Fabot Program _
;I z.Grip
= TargetPosition:= 20.00

5 = GripForce:= 1 Z Grip Action - Detail Configuration
2Ll = WorkplecePosition: = 01.00 M OTC H
= Tolerance:= 01.00

o u s w

Z Release

Diagnose:  status ok, device is ready Code: 0x0000

Options:

Add Nodes:

[ Tolerance
2o xBpADT

ORedu(ed — ° 0 O simuation ()

Zimmer GmbH ¢ Im Salmenkopf 5 « @ 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com 1

EN / 2022-11-29

DDOC01736 /b



EN / 2022-11-29

DDOCO01736 / b

ziMMER OPERATING INSTRUCTIONS: MATCH Comfort App for Universal Robots GuideZ for Robot for SCM-F

Qroup

8.2.1.1  Creating variables

» Press Installation in the menu bar.
» In the General menu, press Variables.

» Press the Create New button.

» Enter the name of the variable in the Name
field.

» Enter the value of the variable in the Value
field.

» Press the OK button.

12

TCP

Installation Variables

Variable « Value
Payload

Mounting
1/0 Setup
Tool 1/0
Variables
Startup

Smooth
Transition

Home

Conveyor
Tracking

Screwdriving

> safety

£t vaue || Deete

O Reduced

Installation Variables
TcP
Variable ~ Value
Payload
Mounting
1/0 Setup
Tool 1/0
Variables
Startup

Smooth
Transition

Home

Conveyor
Tracking

Screwdriving

> safety

Create new installation variable
> Fieldbus myVariable = 20
> URCaps

Create New Edit Value Delete

O Reduced

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 + www.zimmer-group.com
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8.2.1.2 Adding nodes
The setting for TargetPosition is used as an example.

» Press Program in the menu bar.

> Inthe URcapS ment. press Zimmer. Q _ Graphics Variables
ti Z Action P t
» In the TargetPosition drop-down menu, sovzoe ction Parameter
select the Using numbers option .If'YOu want e [ e o= 0100 Z Grip Action - Set Parameter M&TCH
to enter a value for the TargetPosition. ZReiease’| © = Tokrance:- 0100

TargetPosition 20.00  |Using numbers v

Using numbers

myVariable

° 0 O simuation ()

» In the TargetPosition drop-down menu,

Run

select the myVariable option if you want to Q [lCsmmenall| crephics  varisbies

use an external variable for the TargetPo- 3 (7 mbet Proaram Z Action Parameter

sition. 3 -’Targetposmlm — myVariable
Z_Grip 2 : j:zi:::e;olsmn —01.00 Z Grip Action - Set Parameter M OTC H
Z Release 6 = Tolerance:= 01.00

TargetPosition 20.00 myVariable v

ORedu(ed { ° 0 O simuation ()

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com
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8.2.2 Z_Release

» Press Program in the menu bar.
» In the URCaps menu, press Zimmer.

» Press the Test position button to test the
settings.

» Press the Setup action button to make
settings.

» Increase and decrease the value via the +
and - buttons.

» Set the maximum or minimum value via the
MIN and MAX buttons.

Press the value to change it via direct entry.

v

» Press the Feature button to define position
sensing and variables.

» Click the Save button.

Status messages and the associated codes are
displayed in the Diagnostics area.

» Activate the Check if correct gripper type
option field to check whether the correct
MATCH gripper is being used after a tool
change.

» Activate the Wait for release position before
the next action option field to only carry out
a new command after the workpiece has
been released.

» Activate the Do HOMING before release
action option field to only release the
workpiece after a reference run.

v

Activate the option fields for which a
variable should be created and linked in the
Add Nodes area.

14

24QH

un =
> Advanced
1 v Robot Program

> Templates 2 ¢ v ZGrp Z_Release
« URCaps 3 = TargetPosition: = 20.00 »
4 = GripForce:= 1 Z Release Action Z_Release
B 5 = WorkplecePosttion: = 01,00 - M «TC H
Z Release 6 = Tolerance:= 01.00
7 ¢ 2 Rekase om | @ Testpostion
8 ®| 'You can add parameters on the a

Jaw Position

Checkf comect
III o [
Ve
Complete Gripper
Target Position movement before
e ot
Do HOMING before
oL

Release Speed

° 0 O simuation ()

> Advanced
1 v Robot Program

Z_Release
> Templates 2 9v ZGrp —
~ URCaps 3 = TargetPosition: = myVariable
4 = GripForcei= 1
B 5 = WorkplecePosttion: = 01,00 M OTC H
2 Release 6 = Tolerancei= 01.00
7 @ v ZRelease Jaw
2l AW 19.86 [
8 ® You can add parameters onthe a  Position 4o - ne
omm 20mm

Target
oo EEE . BE -

wr ENE  OE .-
< > @ @

Save Feature
Mi——i- - - B

O Reduced

> Advanced 1 [¥] Robot P
obot Program
> Templates 2 (v zGrip Z Release
v/ URCaps 3 = TargetPosition:= myVariable
4 = GripForce:=1
Z_Grip 5 _ ) . § i
¢ = WorkpiecePosition:= 01.00 Z Release Action - Detail Configuration M OTC H
Z Release 6 = Tolerance:= 01.00
7 9 v Z Release
8 = TargetPosition:= 00.00 Diagnose: status ok, device is ready Code: 0x0000
9 = ReleaseSpeed:= 1

Options: [ Sneckr comect
3

Do HOMING before
O fheaseaction

23S xBBEED
ORedu(ed — ° 0 O simuation ()

Add Nodes: @ Targetposition

[ Releasespeed
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8.2.2.1 Creating variables

» Press Installation in the menu bar.
» In the General menu, press Variables.

» Press the Create New button.

» Enter the name of the variable in the Name
field.

» Enter the value of the variable in the Value
field.

» Press the OK button.

Zimmer GmbH « Im Salmenkopf 5 « Q 77866 Rheinau, Germany * R, +49 7844 9138 0 * www.zimmer-group.com
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TCP

Installation Variables

Variable « Value
Payload

Mounting
1/0 Setup
Tool 1/0
Variables
Startup

Smooth
Transition

Home

Conveyor
Tracking

Screwdriving

> safety

Delete

° 0 O simuation ()

O Reduced

R nstalition| _viove

TCP

Installation Variables

Variable ~ Value
Payload

Mounting
1/0 Setup
Tool I/0
Variables
Startup

Smooth
Transition

Home

Conveyor
Tracking

Screwdriving

> safety
Create new installation variable
> Fieldbus myVariable = 20

Create New Edit Value Delete

O Reduced
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8.2.2.2 Adding nodes

The setting for TargetPosition is used as an example.

» Press Program in the menu bar. ’
» Inthe URCaps menu, press Zimmer. Q [Commend| orapmics  variabies

YT— 2 Action p
2 o v z6rp ction Parameter

» In the TargetPosition drop-down menu,

. i ) 3 = TargetPosition: = myVariable
SeleCt the USIng numbers Optlon If you Want Z_Grip 2 : j:zi:::e:olsmn — 0100 Z Release Action - Set Parameter M OTC H
to enter a value for the TargetPosition. B ¢ o000
8 T f’?:le;;:osmn —00.00 TargetPosition 00.00 Using numbers v
9 = ReleaseSpeed:= 1 Using numbers.
] [ [rveriable

» In the TargetPosition drop-down menu,

select the myVariable option if you want to ' Q [lCsmmenall| crephics  varisbies
use an external variable for the TargetPo- L v Robot Program

2 0 v 26 Z Action Parameter

sition.  URCaps = TargetPosttion:= myVariable
= GripForce:=1 R
Z_Grip = WorkplecePosition:  01.00 Z Release Action - Set Parameter M OTC H
Z Release = Tolerance:= 01.00

@ v Z Release

= TargetPosttion:= myVariable TargetPosition 00.00 myVariable v

= ReleaseSpeed:= 1

©oNo U sw

A9 S XKBBRTZ

O Reduced
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Uninstalling the MATCH Comfort app

Press the = button in the header.
Press Settings.

9

| 2

>

» In the menu, press System.

» In the System menu item, press URCaps.
>

In the Active URCaps area, press Z_
Gripper_C.

Press the - Button.

4 v

Uninstallation is complete.

» Press the Restart button to activate the
firmware.

= The robot control panel performs a restart.

10 Error diagnosis

INFORMATION

URCaps

Robot
Registration

Remote
Control

Network

Update

Z_Gripper_C

System
Backup

Inactive URCaps
Remote TCP

URCap Information

URCap name: Z_Gripper_C
Version: 1.1.

Developer: Zimmer Group

Contact Info: Im Salmenkopf 5, 77866 Rheinau, German;

Description: ZmmerGripperDigiral URCap is a URCAP for controlling the Zimmer Digital URCap
Copyright: Copyright (C) 2019-2020 Zimmer Group. All Rights Reserved

License:

Example:

Copyright (c) ,

All rights reserved.

Redistribution and use in source and binarv forms. with or without

I -]

ZIMMER

Qroup

~

Restart

» More information can be found in the installation and operating instructions of the gripper.

» Please contact Zimmer Customer Service if you have any questions.

Zimmer GmbH ¢ Im Salmenkopf 5 ¢ Q 77866 Rheinau, Germany ° V. +49 784491380 « Www.zimmer-group.com
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